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Pump body

Mechanical seal
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Pump shaft + rotor
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Construction Data

SUBMERSIBLE DRAINING ELECTRIC PUMPS
The submersible draining electric pump with open impeller series SA
have been designed for pumping clear or slightly dirty liquids, non-
explosive or chemically aggressive for the pump’s materials, either
containing suspended solids max Ø 10 mm, without abrasives parts.
Temperatures not higher 35 °C (CEI EN 60335-2-41).

TECHNICAL FEATURES
• Motor body and cover with handle: cast iron G20  with anti-

corrosive coating
• Pump body: cast iron G20  with anti-corrosive coating
• Impeller: cast iron G20 with anti-corrosive coating
• Base filter: stainless steel Aisi 304
• Pump shaft: stainless steel Aisi 304
• Pump’s side seal: mechanical carbon-ceramics
• Motor’s side seal: lip ring in NBR
• Feeding cable: 10 m H07RN-F 

MOTOR
• Two poles induction rewindable motor with protection IP 68,

class F insulation.
• Single-phase feeding with incorporated motor protector and

capacitor permanently connected.
• Three-phase feeding  with compulsory protection to be provided

by the user.
• Continuous duty if completely submerged 

ON REQUEST:
• Single-phase automatic version with float switch (AUT). 
• Brass hose connector with curve 2 nipples.

SA

11

17

46

18

36 16

SPARE PARTS LIST

11

16

17

18

36

46



a) ~ Singe-phase 230 V b) ~ Three-phase 400 V 

TYPE 
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Performance

Notes

50 Hz

11.4 9.9 8.9 8.0 6.6 5.1 4.1
13.4 12.0 10.9 9.3 7.8 6.2 5.3 2.8
14.1 13.3 12.4 11.5 10.4 9.3 8.6 5.5 4.5
15.9 15.0 14.0 13.0 12.0 10.6 9.8 6.8 5.6 3.3
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Capacity

Total head (m W.C.)

H [m]

Q [m3/h]
Q [l/1']

a b kW HP a b [μF] 1~230V 3~400V
SA 100 M SA 100 T 0.74 1 1150 1160 20 5.1 2.1
SA 120 M SA 120 T 0.88 1.2 1520 1330 25 6.8 2.3
SA 150 M SA 150 T 1.1 1.5 1700 1450 30 7.7 2.8
SA 200 M SA 200 T 1.47 2 2100 1870 36 9.2 3.3

Capacitor Input current
Nominal Input 450 V max
power power [A]

[W]
Single-phase Three-phase
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SA 100 98 65 380 170 1"1/4 420 210 175 18.5
SA 120 98 65 380 170 1"1/4 420 210 175 19.3
SA 150 115 87 440 205 1"1/2 250 215 460 27.8
SA 200 115 87 440 205 1"1/2 250 215 460 28.6

A H1 H D ØM A L PTYPE
DIMENSIONS [mm] PACKING [mm] WEIGHT

[kg]
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